5.90 $0.20

+0.30

40.00

*
*

60.00 +0.60

+0.20

5.90

SECTION NO.

S02-290

FLATNESS 0.20mm / 100mm
ANGULARITY le

STRAIGHTNESS 0.60mm / 300mm
TWIST 0.50° / 300mm

172 STANDARD TOLERANCE

5° max

* =
NO EXPOSED SURFACE

SECTION DATA:

I« = 71 605 mm*

I,y = 200 693 mm*
Theta= 67 °

RadG, Il mm
RadG, 19 mm
XCpight 39.89 mm

CLaN:

YCeop =
YCoos =
Z“¥op

radius
radius

0.40 RADIUS ON ALL OUTSIDE CORNERS
UNLESS OTHERWISE SPECIFIED

EXTRUDED FINISH ARCHITECTURAL

25/05/11
10/04/02

SP6
SP6

SECTION NUMBER MODIFIED C/N 8851
ALLOY & TEMPER WERE 6063 TS

DATE

REVISION

AREA
WEIGHT
PERIMETER
ANOD PERIM

557.9
1.512
196.6
196.6

S0 MM
KG M
MM
MM

PAINTPERM 196.6 (0.0) MM
CCIRCLEDIA 71

FACTOR
ALLOY
TEMPER

130
6106
T6
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G. James
Extrusion Co.

A.C.N 010 828 234

10682 KINBSFORD SMITH DRIVE, EAGLE FARM, QUEENSLAND, 4003
PO BOX 1376, EAGLE FARM BC, 4003
PHONE : (07) 3877 2833 FAX : (07) 3877 2890

CUSTOMER
G. JAMES EXTRUSION Co.

CUSTOMER PART NAME No.
60 x 40 x 5.90 ANGLE

SCALE TOLERANCES IN ACCORDANCE WITH AS/NZS 1866:1997

APPLY UNLESS OTHERWISE SPECIFIED

DWG. NO.
802-290

DRAWN
SPG

CHECK | DATE

01703702




