EXPOSED SURFACE

101.60 H.63

.50x90 °
identity grgove

8.00 RADX/

63.50 =0.61

1.00 RAD

SECTION NO.

911—395

SECTION DATA: '
I yx = 521 713 mm,
lyy = 2 152 466 mm
Theta= 1.0 °

RadGy = 20. mm

RadG = 40. mm

XCeft = 50.80 mm

X Cright = 50.80 mm

Y Cop = 43.89 mm

Y Chot = 19.61 mm 3

Zytop = 11 887 mm %

Zybot = 26 602 mm 3
yleft = 42 371 mm 3
yright = 10 270 mm

a = 0.40 radius

6.00 40.20 TYP WALL THICKNESS
UNLESS OTHERWISE SPECIFIED

0.40 RADIUS ON ALL OUTSIDE CORNERS
UNLESS OTHERWISE SPECIFIED

EXTRUDED FINISH : STRUCTURAL

NO

DATE

DR

REVISION

AREA
WEIGHT
PERIMETER
ANOD PERIM
PAINT PERIM
C CIRCLE DIA
FACTOR
ALLOY
TEMPER

1326.3
3.594
437.2
437.2
437.2
119.
122.
6063
6

MM
MM

SQ MM
KG M
MM
MM

PHONE : (07) 3877 2833

G. James

Extrusion Co.

ACN 010 828 234

1082 KINGSFORD SMITH DRIVE, EAGLE FARM, QUEENSLAND, 4009

PO BOX 1376, EAGLE FARM BC, 4009

FAX : (07) 3877 2890

CUSTOMER
G. JAMES EXTRUSION Co.

CUSTOMER PART NAME NO.
101.6 x 63.5 x 6.0 CHANNEL

SCALE TOLERANCES IN ACCORDANCE WITH AS 18661986
101 APPLY UNLESS OTHERWISE SPECIIED
DRAWN CHECK | DATE DWG. NO.
SPG 10/10/97 911-395




