SECTION NO.

Sl1-42b

125.00 *+1.60
106.00 +1.60 9.50
o
©
o
* THIS SECTION IS SUITABLE FOR NV6082 T6
8 APPLICATIONS FOR SYDNEY PRESS ONLY
R 10.50 Bl 8 TOTAL SURFACE EXPOSED
©
\[ / SECTION DATA:
I = 823 839 mm*
- Iy = 4 894 825 mm*
} Theta= 1.0 °
RadG, = 20 mm
RadG, = 50 mm
XCaqigne = B62.5 mm
XClert = 62.5 mm
YCop = 43.3 mm
YCoot = 21.7 mm
Z,.5op =19 030 mm?
Z. bot = 37 949 mm®
Z,right = 78 317 mm®
Z,,left = 78 317 mm®
0.40 RADIUS ON ALL OUTSIDE CORNERS
UNLESS OTHERWISE SPECIFIED
EXTRUDED FINISH STRUCTURAL
© COPYRIGHT 2004 CUSTOMER
AREA 1971.3 S0 MM THIS DRANING 1S THE PROPERTY OF
WEIGHT 5.342 K& M CJ J 6.JAMES EXTRUSION CO. PTY LTD G. JAMES EXTRUSION Co.
PERIMETER 488.0 MM ’ . JOMES ALL RIGHTS RESERVED CUSTOMER PART NAME NO.
ANOD PERM  488.0 MM . 125.0 x 65.0 CHANNEL
PANT PERM 488.0 (0.0) MM EHthSIOﬂ Co SCALE
CORCLEDIA 141 . 121 TOLERANCES IN ACCORDANCE WITH AS/NZS 1866:1997
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