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SECTION NO.

911-4/0

NO EXPOSED SURFACE

SECTION DATA
Iyx = 2 098 372 mm*
Iyy = 7 447 565 mm*
Theta=10°
RadGyxy = 28. mm
Rc\oIGy = 32, MM
XCopme = 66:68 mm
XC ok = 66,68 mm
YC,. 59.66 mm
YCpok 29.24 mm
xxTop 35174 mm
Zxxoot 71758 mm
ZnyI%ht =111 700 mm
ZyleFt =111700 mm

a = 318 radius

0.40 RADIUS ON ALL OUTSIDE CORNERS
UNLESS OTHERWISE SPECIFIED

w W W

w

EXTRUDED FINISH : STRUCTURAL

NQ

DATE

DR

REVISION

AREA 2727.3
WEIGHT 7,391
PERIMETER 581.8

ANOD PERIMSB1.8

PAINT PERIMGB1.8  (0.00
C CIRCLE DIAS4,

FACTOR 79.

ALLOY 6351

TEMPER T3

SQ MM
KG M
MM
MM
MM
MM

@ G. James

Ewtrusion Co.

A.CN (010 828 234
1082 KINGSFORD SMITH DRIVE, EAGLE FARM, QUEENSLAND, 4009
PO BOX 1376, EAGLE FARM BC, 4009
PHONE : (07) 3877 2833 FAX: {07) 3877 2890

CUSTOMER
G. JAMES EXTRUSION DIV,

CUSTOMER PART NAME NO.
133,39 x 88,9 x 9.03 R/C CHANNEL

SCALE TOLERANCES IN ACCORDANCE WITH AS 1866—1986

mn APPLY UNLESS OTHERWSE SPECIFIED

DRAWN CHECK | DATE DWG. NO.
PAD 23/10/99 911-47/0




