152.40 +2.50

133.20

8.60 +0.20

+0.60

76.20

EXPOSED SURFACE

SECTION NO.

911-530

SECTION DATA:

I = 1 435 236 mm*
I, = 8 861 418 mm*
Theta= 1.0 °

RadG, = 23 mm

RadG, = 58 mm

XCqght = 76.2 mm

XClort = 76.2 mm

YCeop = 52.9 mm

Y Coot = 23.3 mm
Z”?op =27 116 mm?
Z .ot = 61 674 mm®
Z,right = 116 292 mm?
Z, left = 116 292 mm®

9.60+0.20 TYP WALL THICKNESS
UNLESS OTHERWISE SPECIFIED

0.40 RADIUS ON ALL OUTSIDE CORNERS
UNLESS OTHERWISE SPECIFIED

EXTRUDED FINISH STRUCTURAL

SECTION WAS SMK-043 CNN 6718

DATE

REVISION

AREA
WEIGHT
PERIMETER
ANOD PERIM
PAINT PERIM

2650.8 S0 MM

7.184
571.3
571.3
291.2 (0.0)

CCIRCLEDIA |65

FACTOR
ALLOY
TEMPER

80
6351
TS

@
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CUSTOMER
G. JAMES EXTRUSION Co.

CUSTOMER PART NAME No.
152.40 x 76.0 x 9.0 CHANNEL

SCALE

DRAWN CHECK | DATE
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DWG. NO.
811-530




