240.00 +3.30

228.00

SECTION NO.

S11-800

6.00 +0.40

+1.10

+0.40

6.00

r-r-r—=-=-------"-F-"-F""--"""-"F"F"F"FT"""F"F"F"F{F="F¥"FT""""""7
105.00

EXPOSED SURFACE

THIS SECTION IS SUITABLE
FOR NVB082 T6 APPLICATIONS
FOR SYDNEY PRESS ONLY

SECTION DATA:
I = 2 717 408 mm*
Iy = 22 212 274 mm*
Theta= 1.0 °
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6.00£0.40 TYP WALL THICKNESS
UNLESS OTHERWISE SPECIFIED

0.40 RADIUS ON ALL OUTSIDE CORNERS
UNLESS OTHERWISE SPECIFIED

EXTRUDED FINISH STRUCTURAL
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‘DNV® NOTE ADDED, ALLOY WAS NVB0BZ C/N 9054
ALLOY WAS 6082 C/N 9003
EXPOSED SURFACE ADDED C/N 4656

DATE

REVISION

AREA
WEIGHT
PERIMETER

2560.2
6.938
864.0
ANOD PERIM 864 .0
PANT PERM 437 .4 (0.0)
C CIRCLEDIA 257

FACTOR 125

ALLOY 6082

TEMPER T6
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G. James
Extrusion Co.

A.C.N 010 828 234
1082 KINBSFORD SMITH DRIVE, EAGLE FARM, QUEENSLAND, 4003
PO BOX 1376, EAGLE FARM BC, 4003
PHONE : (07) 3877 2833 FAX : (07) 3877 2890

THIS DRANING IS THE PROPERTY OF

CUSTOMER

G. JAMES EXTRUSION Co.

CUSTOMER PART NAME NO

240 x 105 x 6 CHNL

SCALE
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CHECK | DATE

27/11/700
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811-800




