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| THIS SECTION IS SUITABLE FOR NV60B2 T6
R 4.00 . APPLICATIONS FOR SYDNEY PRESS ONLY
\[ | % SECTION DATA:
I = 489 693 mm*
| I, = 960 458 mm*
/ Theta= 1.0 °
| Rads: - 27 mm
Qa = mm
R 4.00 o XCagw = 37.5 mm
© XClort = 37.5 mm
(e} YCiop = 25.0 mm
+H YCoot = 25.0 mm
o Z,..top = 19 588 mm?®
o Z oot = 19 588 mm?®
© Zight = 25 612 mm?
- 3
Z,lef't = 25 612 mm
0.40 RADIUS ON ALL OUTSIDE CORNERS
UNLESS OTHERWISE SPECIFIED
EXTRUDED FINISH ARCHITECTURAL
A © COPYRIGHT 2004 CUSTOMER
Mea L9600 st THIS [RANING IS THE PROPERTY OF G. JAMES EXTRUSION Co
WEIGHT 3.675 KG M CJ J 6.JAMES EXTRUSION CO. PTY LTD ° °
PERMETER 438.3 MM . JQOMES ALL RIGHTS RESERVED CUSTOMER PART NAME NO.
ANOD PERIM 243, | MM . 75 x 50 x 6 RECT. BOX R/C
PANTPERM 243.1 (0.0) MM
3 |23/03/12 |SPs | "DNV' NOTE ADDED C/N 5204 CCRCLEDIA 57 M EHthSIOﬂ Co SCALE . TOLERANCES IN ACCORDANCE WITH AS/NZS 1866:1997
2 |17/12/01 |SP6 | EXPOSED SURFACE ADDED C/N 4677 FACTOR 119 ALN 010 628 234 2:1 APPLY UNLESS OTHERWISE SPECIFIED
| |23/07/36 |SPE | SECTION WAS 383-073 ALLOY 6063 1082 KINGSFORE %;Ta[";I,VEE;\EEAEEFEAF:AA%,, CrE LMD, 4003 DRAWN CHECK | DATE DWa. No.
NO | DATE | DR REVISION TEMPER  T6 PHONE : (07) 3877 2893 FAX : (07) 3877 2890 SPG 18707796 941-290




